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- FOR ITALIAN, FRENCH, GERMAN AND SPANISH LANGUAGES PLEASE    
  VISIT THE WEBSITE www.isaswiss.com
  THANK YOU.

- PER LE LINGUE ITALIANO, FRANCESE, TEDESCO E SPAGNOLO VI  
  INVITIAMO A VISITARE IL SITO INTERNET www.isaswiss.com 
  GRAZIE.

- POUR LES LANGUES ITALIEN, FRANCAIS, ALLEMAND ET ESPAGNOL 
  NOUS VOUS PRIONS DE VISITER LE SITE INTERNET www.isaswiss.com
  MERCI.

- FUER ITALIENISCH, FRANZOESISCH, DEUTSCH UND SPANISCH BITTE  
  www.isaswiss.com BESUCHEN
  DANKE.

- PARA LAS INSTRUCCIONES EN ITALIANO, FRANCES, ALEMAN, Y 
  ESPANOL VISITE EL SITIO www.isaswiss.com
  GRACIAS.



1. GENERAL POINTS

1.1   Modes
1.2   Pushbuttons
           1)   Pushbutton C (Crown)
           2)   Pushbutton A
           3)   Pushbutton B
           4)   Pushbutton D 

2. MODES DESCRIPTION

2.1   TIME1 mode (Local time zone)
2.2   Date mode
2.3   Week mode
2.4    Alarm mode
2.5   Chrono mode
             1)   Measure of elapsed time
             2)   Reading of a partial time
                     (when chrono  display is frozen)
             3)   Measure of a second time
             4)   Measure of a time by circle
2.6    Tachimeter mode
2.7   TIME2 mode (Second time zone)
2.8    TIME3 mode (Third time zone)
2.9   Timer mode
              1)   Timer start/stop
2.10  Second mode
2.11  Compass mode

3. BATTERY AND SYNCHRONIZING HANDS

3.1    Synchronizing hands
3.2    Changing the battery

ISA 9002
SUMMARY



IMPORTANT: COMPASS

- The compass must not be used near a metallic or magnetic mass.

- If the watch is close to a strong magnetic field (e.g. presence of magnets, 
electromagnets, high-voltage lines, electrical & household appliances, etc.),
the compass is likely to lose its settings (compass blocked or pointing in a 
direction other than the North).

- If you detect one of these problems, you can solve it by initializing the 
compass.

- If the compass does not point to geographic North: adjust the declination. 



The ISA Swiss Made movement 9002 is composed by an analogical part for the 
hour display and of a digital module for several functions which are detailed in the 
chapter Modes.

The analogical time is displayed through 2 hands (hours and minutes) driven in 
independent ways. The rotation of hands is only in one direction.

The digital display is done through by a LCD screen. It is composed of 5 
alphanumerical characters, 6 numerical characters and 3 pictograms.

The analogical and the digital times are synchronised.

The LCD display is lightened through an electro luminescent cell placed under it.

The movement is driven through 3 buttons and 1 crown which description is 
defined in the chapter pushbuttons.

The program includes a perpetual calendar between 2000 and 2049.

WARNING: From each mode, local time (TIME1) can be adjusted by pulling the 
crown (C).
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1.1 MODES

TIME1 MODE
2.1

DATE MODE
2.2

WEEK MODE
2.3

ALARM MODE
2.4



1.1 MODES

CHRONO MODE
2.5

TACHYMETER MODE
2.6

TIME2 MODE
2.7

TIME3 MODE
2.8



1.1 MODES

TIMER MODE
2.9

SECOND MODE
2.10

COMPASS MODE
2.11



1.2 PUSHBUTTONS - 1/ PUSHBUTTON C / CROWN

PUSH C
Change mode

Date
Week

PULL C
Get in TIME1 
hour correction
directly from
any mode



1.2 PUSHBUTTONS - 2/ PUSHBUTTON A 

PUSH A
The pushbutton A allows to modify the
selected value.

The displayed value can be modified
step by step or in accelerated speed
respectively through short or
maintained push on A when the watch
is in setting mode.
holding push 12 - 20

step by step push     12, 13, 14, 15.... 

ON OFF



1.2 PUSHBUTTONS - 3/ PUSHBUTTON B 

PUSH B
Allows to enter in setting mode
and to select sub-modes.
Reset / Split in mode Chrono.



1.2 PUSHBUTTONS - 4/ PUSHBUTTON D 

PUSH D
Allows to switch on the EL.
A timer keeps the EL on for
3 seconds after releasing
the pushbutton.

When EL is on: Any action on
A, B or C will switch on EL
for 3 sec. more.



2.1 TIME1 MODE / LOCAL TIME ZONE

PULL C
From each mode, local time (TIME1)
can be adjusted by pulling the crown (C).
LOCAL and SET are blinking alternatively.



2.1 TIME1 MODE / LOCAL TIME ZONE

PUSH A
Select hour.

Digital hour
indication starts
blinking.

PUSH A
Select minute.

PUSH B
Confirm selected
hour and digital
minute indication
starts blinking.



2.1 TIME1 MODE / LOCAL TIME ZONE

PUSH B
Confirm minute
and second
starts blinking.

PUSH A
Reset seconds.

24H DISPLAY



2.1 TIME1 MODE / LOCAL TIME ZONE

PUSH A
Select the
display mode.
(24H / 12H)

PUSH A
ON / Off Icon  

appears.

PUSH B
24H or 12H
AM/PM selection.

PUSH B
Chime starts
blinking.



2.1 TIME1 MODE / LOCAL TIME ZONE

PUSH C
Select the
display mode.
(24H / 12H)

PUSH B
for going
on beginning.



2.2 DATE MODE

PUSH C
Push on C to enter
in DATE mode.

PUSH B
Date can be adjusted
by pressing B at least
one second in DATE mode. 

Number of the week is
automatically calculated
from this date.



2.2 DATE MODE

YEAR indication
starts blinking.

PUSH B
Confirm year and
month indication
starts blinking.

PUSH A
Select month

PUSH A
Select year
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